
Stock Code Diameter
(mm)

Height
(mm)

WT = Water tank
WH = Water heater

Vol Class

(l) (/)
SE36X18IND 900 450 WT 117 C

SE42X18IND 1050 450 WT 140 C

SE48X18IND 1200 450 WT 162 C

SE36X16IND 900 400 WT 96 C

SE42X16IND 1050 400 WT 114 C

SE36X18DIR 900 450 WT 117 C

BIND13 750 400 WT 80 C

BIND15 900 400 WT 96 C

BIND16 1050 400 WT 115 C

BIND19 675 450 WT 86 B

BIND20 750 450 WT 98 C

BIND21 825 450 WT 106 C

BIND22 900 450 WT 120 C

BIND23 1050 450 WT 144 C

BIND24 1200 450 WT 166 C

BIND25 1500 450 WT 218 C

BIND27 1200 500 WT 190 C

BIHR045 600 350 WT 48 B

BIHR080 750 400 WT 80 C

BIHR120 900 450 WT 120 C

BDIR14 900 400 WT 96 C

BDIR15 1050 400 WT 115 C

BDIR17 675 400 WT 86 B

BDIR18 750 450 WT 98 C

BDIR19 825 450 WT 109 C

BDIR20 900 450 WT 120 C

BDIR21 1050 450 WT 144 C

BDIR22 1200 450 WT 166 C

BDIR23 1500 450 WT 218 C

BDIR25 1200 500 WT 190 C

BDCOM01 400 900 WT 15 C

BDCOM02 400 1050 WT 20 C

BDCOM03 450 900 WT 20 B

BDCOM04 450 1050 WT 20 C

BDCOM05 450 1200 WT 40 C

BDCOM06 450 1400 WT 40 C

BDCOM07 450 1500 WT 40 C

BDCOM08 450 1800 WT 40 C

BDCOM18 450 1300 WT 40 C

BICOM01 400 900 WT 15 C

BICOM02 400 1050 WT 20 C

BICOM03 450 900 WT 20 B

BICOM04 450 1050 WT 20 C

BICOM05 450 1200 WT 40 C

BICOM06 450 1400 WT 40 C

BICOM07 450 1500 WT 40 C

BICOM08 450 1800 WT 40 C

BICOM16 450 1300 WT 40 C



Stock Code Diameter
(mm)

Height
(mm)

WT = Water tank
WH = Water heater

Vol Class

(l) (/)
BSUN201 1050 400 WT 115 C

BSUN202 1200 400 WT 134 C

BSUN203 1300 400 WT 146 C

BSUN207 1050 450 WT 144 C

BSUN208 1200 450 WT 166 C

BSUN209 1300 450 WT 188 C

BSUN210 1400 450 WT 205 C

BSUN211 1500 450 WT 218 C

BTC1006 400 900 WT 96 C

BTC1007 400 1050 WT 115 C

BTC1008 400 1200 WT 134 C

BTC1001 450 900 WT 120 C

BTC1002 450 1050 WT 144 C

BTC1003 450 1200 WT 166 C

BTC1011 450 1400 WT 205 C

BTC1004 450 1500 WT 218 C

BTC1018 400 1400 WT 126 C

BTC1015 450 1200 WT 115 C

BTC1017 450 1300 WT 130 C

BTC1016 500 1200 WT 136 C

BTC1019 500 1300 WT 162 C

TEC140-OV 535 1219 WT 134 C

TEC170-OV 535 1449 WT 163 C

TEC210-OV 585 1414 WT 201 C

TEC250-OV 585 1654 WT 239 C

TEC350-OV 636 1874 WT 334 C

TEC140-SP 535 1219 WT 64 C

TEC170-SP 535 1449 WT 68 C

TEC210-SP 585 1414 WT 74 C

TEC250-SP 585 1654 WT 81 C

TEC350-SP 636 1874 WT 96 C

TEC210-SOL 585 1414 WT 74 C

TEC250-SOL 585 1654 WT 81 C

TEC350-SOL 636 1874 WT 96 C

TEC170-HP 535 1449 WT 68 C

TEC210-HP 585 1414 WT 74 C

TEC250-HP 585 1654 WT 81 C

TEC350-HP 636 1874 WT 96 C

TEC210-HPSOL 585 1414 WT 74 C

TEC250-HPSOL 585 1654 WT 81 C

TEC350-HPSOL 636 1874 WT 96 C


